WELCOME TO BLITZ DAY

1 * Work Planned for that day includes

1 1. Gable Framing and fascia board
preparation

1 2. Exterior wall framing

1 3. Gable and Truss installation

1 4. Fascia and safety board installation
1 5. Sheathing the roof

1 6.Felt paper(tar paper) the roof




} The following training package will detall
all of the work on previous page. The
Habitat house leader will assign crew
leaders to each segment so its best (if
possible) for you to learn all the elements.
It its too much to learn, just pick a couple
of elements and focus on them.

+ When you arrive that morning report to the
house leader and tell him which operations
you wish to lead and then work with other
crevx leaders in getting the site ready to
wor




1 Crew leaders preliminary work

B1. Remove tools, nails, ladders, door and
window frames(use volunteers), nail aprons,
hammers, from the storage pod.

B2. Run at least 2 power lines from the power
source to the house and gables.

B3. Get circular saws, router, reciprocating
saw, from tool truck

B4. Set up saw horses for cutting




Exterior Wall Framing

A Will require at least 2 crew leaders

A Will require using 16p,8p, 16p galvanized (for pressure treated
lumber) button nails, galvanized cut nails (for pressure treated
lumber) and 20p nails

A *tools needed
Circular saw
Electrical cord
Reciprocating saw
Sledge hammer
1000 tape measur e
Flat bars
Cats paw

* The word o0studd will be used through
2x4-92 5/ 806 Il ong. The supplier generally

that lt(hey are easily recognizable. They are delivered in a large
stac




* This is what you will see on the Blitz day- The bottom and top
plate will be nailed together and window, door and stud locations
will be matched marked on both plates.

* on the 2 long walls the cap plate will also be nailed to the
bottom/ top plate

* We always build the long walls first.

* This photo shows the crew leaders placing the shorter end
walls in the center of the deck to get them out of the way for the
long wall build. Be sure to mark each wall as to front or back and
the orientation so when you build them they will be in the right
location




* Remove the nails holding the bottom/top/ cap plate together, and
separate them as shown.

* toe nail the sections of bottom plate and top plate together using
16p nails

* on concrete slabs the bottom plate will always be pressure
treated wood
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* The ends of the long walls will have an “L” shaped corner

called a “ California Corner”
* take 2 studs and nail them together as shown in the shape of

an “L”

California
Corner



* Here is the end result of building a “California Corner”-
Use about 5-16p nails to complete




* This is the end result when you nail it to the bottom and
top plate. The top and bottom plate should be marked to
show you where to place it.

* you will install these corners at each end of the long
walls except the corners where the front porch intersects
the main house. This corner is shown in the next photo.




* This special corner is built to allow the porch beam to rest on the 2
precut 2x4s

* notice the bottom/top plate marking will show this type of corner

* to build one take a full length stud. Nail to it using 16p nails 2-2x4’s- 6
Ya” shorter than the stud

Special
corner
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* While you are working the corners have volunteers putting in
studs, windows and door frames in pre-marked locations

* This photo shows studs being placed where there is an “X” all
by itself- the pre-marked bottom/top plate will show what goes

where
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* This photo shows how the window frame fits between its
marks- notice the outside 2x4 stud of the window frame fits in
the “x” mark on the top plate

* on the bottom plate the same thing holds true as above and the

“j” (jack stud) fits in the “” mark
* the Door Frame will fit between its marks the same way




Before you start nailing all the pieces, get them all in
place first as this photo shows.
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